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Cabin 4post
A Max. digging radius 6820 (7110) 6820 (7110)
S B Max. digging depth 4200 (4500) " 4200 (4500)
o C Max. digging height 6600 (6820) 6780 (7010)
D Max. dumping height 4600 (4820 4760 (4990)
E_Max. vertical digging depth 3300 (3580) 3300 (3580)
F_Min. front turning radius 2640 (2720) 2560 (2660)
At right boom swing 2210 (2280) 2120 (2210)
3 Cabin : Steel Cabin
%4Post : 4Post Canopy
() : Figures for lomg arm
.
- 8 0 Vx Midi Excavator
: Standard Bucket Capacity : IS0 0.25m®
8ton Zero Tail Swing Midi Excavator.
B 80VX2 Specifications
Model 80VX2
e Performance
Bucket capacity 0.25m3
Bucket width 760mm
Operating weight : Cabin (4post) 7725kg (7575kg)
Transportation weight : Cabin (4post) 7650kg (7500kg)
Swing speed 9.2min-1
Travel speed (low/high) 2.6/4.3km/h ¢ !
Gradeability 58% (30°) Additional Counterweight 4 post canopy Steel Shoe
Ground pressure 36kPa (0.37kgf/cm?)
Max.bucket digging force 55kN (5610kgf)
* Engine
Model YANMAR 4TNV98
Rated output 43.2kW(58.7PS)/2100min"'
Fuel tank capacity 85L
e Boom swing system .
Type Boom offset with hydraulic cylinder B Optlons
Swing angle (L/R) 50°/90° e Long-arm (standard + 300mm)
¢ Hydraulic system o Steel Shoe (450mm)
Pressure 24.5MPa (250kgf/cm?) x 2 + 21.6MPa (220kgf/cm?) o Auxiliary hydraulic piping (71L/min) Bucket
Pump hydraulic flow 71.4L/min x 2 + 53.1L/min e Additional Counterweight (400kg) 0.11ms/ Digging bucket (450mm width)
o Dozer blade o Rubber Pad for Steel Shoe 0.16me/ Digging bucket (550mm width)
Size 2200mm x 500mm e Air conditioner 0.21m# / Long arm bucket (650mm width)
Lift above ground / Drop below ground 435mm / 420mm e 4 Post Canopy 0.28ms / Loading bucket (760mm width)







